
Es t . 1890

AutoCAD SHX Text
STANDARD

AutoCAD SHX Text
APPROVED BY:

AutoCAD SHX Text
CITY OF EDMONDS

AutoCAD SHX Text
PUBLIC WORKS

AutoCAD SHX Text
DEPARTMENT

AutoCAD SHX Text
DETAIL

AutoCAD SHX Text
REVISION DATE

AutoCAD SHX Text
UTILITY CASTING

AutoCAD SHX Text
GU-424

AutoCAD SHX Text
ADJUSTMENT

AutoCAD SHX Text
FEBRUARY 2020

AutoCAD SHX Text
R. ENGLISH

AutoCAD SHX Text
NOTE: ON "MILL AND FILL," OR "GRIND AND OVERLAY" PROJECTS WHERE THE FINAL PAVEMENT ELEVATION IS EXPECTED NOT TO CHANGE (NO ADJUSTMENTS ANTICIPATED) CONTRACTOR SHALL NOTIFY ENGINEER OF ANY ROADWAY CONDITIONS, SUCH AS RUTTING OR CROWN CHANGES, THAT WHEN ADDRESSED, MAY REQUIRE A SUBSEQUENT GRADE ADJUSTMENT FOR UTILITY CASTINGS. OTHERWISE ALL UTILITY CASTINGS SHALL BE EXPOSED DURING THE PAVING PROCESS, UNLESS DIRECTED BY THE ENGINEER.
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MIN 4" COMPACTED HMA CL 1/2" PG 58H-22, OR EX PAVEMENT DEPTH, WHICHEVER IS GREATER
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CONC RING OR RISER, PLACED AROUND ENTIRE PERIMETER AND GROUTED IN PLACE. SHIMS ARE NOT ALLOWED.
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